
Piezoresistive silicon pressure transmitter

for industrial applications

with Declaration of Conformity, CE

Model 23RY

Senosor type Piezoresistive silicon sensor

Accuracy Accuracy ± 0.5% (max)

Wetted part St.steel AISI 316L (1.4404/1.4435)+Viton®

Application air, oil, water as well as aggressive media

Code

Model 23RY : Piezoresistive silicon sensor

Sensor Version PR : Vent gauge, Zero at atm. pressure ≤ 5 bar

Electrical connection D : mPm plug (DIN 43650 C-9.4mm)

Pressure Connection G4 : G1/4"

Analog output signals O1 : 4…20mA

Code

Model: PR-23RY

Pressure Range R19 : -1…0 bar

R131 : 0…0.1bar

R134 : 0…0.2bar

R138 : 0…0.5bar

R23 : 0…1bar

R26 : 0…1.6bar

R27 : 0…2bar

※ 재고보유 안내

1. 본 제품 series PR-23RY는 ≤ 2 bar 이하의 저압 또는 미압을 측정 전용이므로 대기압이 보상되는 PR series 만 

보유하고 있으며, ≥ 2 bar 보다 높은 압력측정용은 PA-21Y로 적용하면 됩니다.

2. 상기 기술된 압력범위 보다 높은 압력에서 대기압 보상이 필요한 경우에는 별도 문의를 바랍니다. 

Accessories AC20 Washer, aluminium a/w G1/4"A & G1/2"A-EN 837

AC25 : Restirctor screw [oripis] made of st. steel

AC45 : LCD Square Indicator, only for 4…20mA output

AC46 : LED Square Indicator, only for 4…20mA output

TP : St steel tag plate, 60 x 20 x 0.5t

GK4 : Gasket, aluminium for thread G1/4"

Flying cable / IP67 2MC : 2m cable standard

Daho 제작 ACM : 2m flying cable + additional extension cable /m

Underwater plug / IP68 5MCW : 5m underwater cable standard length

ACMW : additional extension underwater cable /m

Certificates DMCC : DAHO manufacturing calibration card 

KC : KOLAS calibration certificate

- to be continued
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Options



Piezoresistive silicon pressure transmitter

for industrial applications

with Declaration of Conformity, CE

KOLAS 국제인증  교정수수료

※  다호 제작  또는  취급  제품을  구매할  경우에  교정료  10% 할인  적용하며 ,

정규  고정할인  업체는  중복할인  적용이  불가합니다 .

실비

139,900     13,990      153,890     

12,090      132,990     

115,100     11,510      126,610     

11,170      122,870     

167,000     

6
압력변환기-미압용 압력계

(0.01 MPa 이하인 계기)
0.01 MPa 이하인 계기 120,900     

4 압력변환기-기압계용 압력계 111,700     

16,700      183,700     

2 압력변환기-게이지압용 압력계 111,700     11,170      122,870     

20412

1 압력변환기-절대압용 압력계

3 압력변환기-차압용 압력계

5
압력변환기-고압용 압력계

(100MPa 이상인 계기)
100 MPa 이상인 계기

7 압력변환기-동압용 압력계

압력변환기 / 전송기 12 표준, 종합 교정절차시 실비 기본교정료 표준소급료 VAT별도


